
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

SAVEL  Tank Container 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Storage Tank Container 
 

 
 
 
 
 
 
 
 
 

Gas-Station Container 
 
 
 
 
 
 
 
 
 

 

Gas-Station Container  with  Offi ce 



 
 

Gas-Station Container and Storage Tank Container 
Description 

 

 
 

 
 

type of tank volume length width height 

No. of item liter mm mm mm 

KCD-ISO 10ft. 10.000 2.991 2.438 2.438 

KCD-ISO 20ft. 24.000 6.058 2.438 2.438 

KCD-ISO 40ft. 50.000 12.192 2.438 2.438 

KCD-ISO-HC 40ft. 60.000 12.192 2.438 2.896 
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The SAVEL  is a containerised storage tank in accordance with ISO-standard. You can optionally use our standard type-series as complete gas 

station for motor vehicles, trucks, diesel locomotives or for yachts and boats. The SAVEL  can be upgraded to airport gas station for helicopters and 

small aircrafts without  any difficulty. An integrated self power supply (optional) makes the SAVEL  an autarkic supply unit for civil  and military 

purposes. In addition to our standard models, we also deliver customised products with pumps, filters and metering equipment integrated into niches 

of tanks according to your specifications.   By welding additional  partitions  in the tank, it is possible to construct highly complex system modules, for 

example for the chemical industry. 
 
 

Types of Container 
 

 

 
Storage Tank Container 

 
 
 
 
 
 

Gas-Station Container 
 

 

    

  
  
 Gas-Station Container with Office 

- Savel Tank Containers are robust, highly safe contai- 

ner systems with many international approvals. They can 

be quickly assembled  and used in all fields of professional 

fuel supply. 

- application areas: distribution of mineral oil, military, mining 

area, aid organisation, logistics and freight forwarding. 

- media: diesel, gasoline, kerosene, biodiesel, bioethanol, 

vegetable oil 

- volumes: 20.000 litre = 20ô ISO-Container 

40.000 litre = 40ó ISO-Container 

- dispensing units: 

delivery rate 45-120 litre/min ï uncalibratable (for own 

needs) or calibratable versions (for reseller). Counting de- 

vice with litre and price or fully  electronic accounting. 

- additional equipment: sunblind, office for staff, own 

power set 
 

 
 

Container Dimensions 
 

KCD-ISO 10ft. 
 
 
 
 

 
width 

 

KCD-ISO 20ft. 

length 

 

 
 
 
 

width 

 

KCD-ISO 40ft. 

 
 
 
length 

General Construction-Supervision Approval (DIBt): 

- as storage tank for waters-endangering, inflammable liquids - Z-38.12-23 

- as storage tank for liquids which are not hazardous to waters - Z-38.11-143 

 
 
 
 

 
width length 

 

KCD-ISO-HC 40ft. 
 
 
 
 
 
 

width length 



 
 

Gas-Station Container and Storage Tank Container 
Description 

 

 

 
 
 
 
 
 
 
 
 
 

vacuum secured ï leakage of exter ult ï leakage of intern  
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characteristic area of application / media transportation / installation 
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E2 

double wall 
E5 

inflammable 
E6 easily 

inflammable 
E7 highly 

inflammable 
E3 cleaned 

transportable 
E8 

out door installation 
 
 
 

SAVEL   - Building Concept 
Best Space-Capacity-Ratio Due To Cubic Building  Form 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

space optimised ï transport optimised 
SAVEL   gas-station containers are volume-optimised, highly safe, 

and double wall systems. The container itself is the cubic tank, 

in which equipment-niches for  gas pump, Gen-Set, filter systems 

and electronic control can be integrated. 

A robust, functional and highly modern system-building -block is 

herefrom formed. 

 
 
Traditional gas-station containers are built  of normal freight con- 

tainers, in which a standard tank and the required equipment are 

placed at great expense. This method of construction gives away a 

lot of space, and it  is instable. 

 
 
 

SAVEL   - Security Concept 
Best Protection  Of Fuel Through Vacuum Monitoring  

 

 
 
 
 

leak detecting device on the tank 
 

 
 
 
 
 
 
 
 

DIESEL DIESEL DIESEL 

 

vacuum secured fault ï leakage   f exte nal tank fa t ï leakage   f internal tank 

signal signal signal 

0 mbar 

-300 mbar 
 

-600 mbar 

operation 

alarm light  

buzzer 

0 mbar 

-300 mbar 
 

-600 mbar 

operation 

alarm light  

buzzer 

0 mbar 

-300 mbar 
 

-600 mbar 

operation 

alarm light  

buzzer 



 
 

SAVEL   Storage Tank Container Double Wall 
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Schematic Representation of Space Division 
 
 
 
 

EN EN 

 
Diesel         

 
Diesel         

 
       Benzin 

 
SAVEL  40ft. gas-station container, double wall 

volume: single-chamber tank, 50.000 litre 

SAVEL  gas-station container, double wall 

volume: double-chamber tank, 25.000 litre each chamber 
 

chamber for 

gasoline chamber 

for diesel 

EN ï electrical main connection niche 

 
 

Technical Data 
 

 
 
 
 
 
 

length 

 

 
 
 
 
 
 

length 

width 

 
type of tank volume length width height height of tank dead weight 

No. of item litre mm mm mm mm kg (approx.) 

KCD-ISO 10ft. 10.000 2.991 2.438 2.438 2.000 2.400 

KCD-ISO 20ft. 24.000 6.058 2.438 2.438 2.000 5.600 

KCD-ISO 40ft. 50.000 12.192 2.438 2.438 2.000 10.000 
 

Please note: Transportation only when the container is empty. Subject to technical change. 
 

 
 

standard equipment: 

 
Å load-carrying-system construction, consisting of stable frame 

structure with 8 pieces ISO-corners 

Å robust, cubic, double wall body of steel, material: S 235 JRG 2 

Å ladder 

Å Tank roof is self-supporting single wall construction. 

- The hatch compartment is mounted on the tank roof, installed with: 

- a sealing hood with a gas pressure spring, a handle strip and a padlock 

- a man hole DN 500 

- access interfaces (bush 2ñ) 

- vent connections  DN 50, a vent hood 2ñ IG 

- a mechanical level indicator (fuel dip stick) 

- emptying of residues 

Å function niche, front side, including a sealing door, width 800 mm, 

depth: 500 mm, height: 2.000 mm 

- leak warning device 

- electrical connection 

 
corrosion protection: 

- inside : rough, oiled 

- outside: 2-K coating 

optional equipment: 

 
Å more niches 

Å separating walls for more-chamber tank 

Å overfilling protection 

Å level sensor 

Å equipment function niche, front side 

- filling  system for tank cars 

- withdraw system 

Å limiting level transmitter 

Å safety features: buzzer, flashlight 

Å chemical-resistant special coating 

Å equipment for easily inflammable media 

Å thermal insulation 

Å electrical tank heating 

Å strainer, pumps, system control 

Å fi re extinguisher 

 

 
options: 

- coating in all RAL colours 

- material stainless steel 



 
 

Storage Tank Container, Double Wall 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  storage container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  equipment of storage container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  storage container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  equipment of storage container 
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SAVELÈ  storage container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  equipment of storage container 

 
  

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   storage container 

view: 20ft. storage container with integrated ladder and hatch compartment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVEL   storage container SAVEL   storage container SAVEL   storage container  

view: 10ft. storage container with closable niche view: 40ft. storage container with open 

filling  niche 

view: stack containers in different sizes for 

different media 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   equipment of storage container  SAVEL   equipment of storage container  SAVEL   equipment of storage container  

view: hatch compartment with dome cover, 

connecting sleeves, limiting level transmitter, 

vent, fuel dip stick 

view: leak detecting device installed in the niche view: transfer pump up to 1000 litre/min for 

self-filling  of the tank in the closable niche 



 
 

SAVEL   Gas-Station Container Double Wall 
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Schematic Representation of Space Division 
 
 

 
EN ZN EN ZN 

 
Diesel 

 
Diesel 

 
       Benzin 

 

SAVEL  40ft. gas station container, double wall 

volume: single-chamber tank , 46.000 litre 

 
ZN ï niche for dispensing unit 

EN ï niche for electrical main connection 

SAVEL  40ft. gas station container, double wall volume: 

double-chamber tank , 23.000 litre each chamber 

 
chamber for 

gasoline chamber 

for diesel 

 

 

Technical Data 
 
 
 
 
 

 
length width 

 

 
 
 
 
 
 

length 

 

type of tank volume length width height height of tank dead weight 

No. of item litre mm mm mm mm kg (approx.) 

KCD-ISO-TS 20ft. 20.000 6.058 2.438 2.438 2.000 5.800 

KCD-ISO-TS 40ft. 46.000 12.192 2.438 2.438 2.000 10.000 

KCD-ISO-HC-TS 40ft. 56.800 12.192 2.438 2.896 2.500 12.600 

Please note: Transportation only when the container is empty and clean. Subject to technical change. 

 
standard equipment: 

 
Å load-carrying construction based on stable frame structure with ISO-corners 

(8x stackable when empty) 

Å robust, cubic, double wall body of steel, material: S 235 JRG 2 

Å ladder 

Å Tank roof is self-supporting single wall construction, which includes: 

- a hatch compartment on the tank roof, installed with: 

- a sealing hood with a gas pressure spring, a handle strip and a padlock 

- a man hole DN 500 

- access interfaces (bush 2ñ) 

- vent connections  DN 50, a vent hood 2ñ 

- a mechanical level indicator (fuel dip stick) 

Å function niche, front side, including a sealing door, width 800 mm, 

depth: 500 mm, height: 2.000 mm 

- leak warning device 

- electrical connection, light 

Å function niche, long side - dispensing unit niche, 

width 2.000 mm, depth 1.000 mm, height 2.000 mm 

- niche with light, switch 

- emergency stop switch 

Å equipment dispensing unit niche 

- filling  system for tank cars 

- module of pipeline to gas pump 

- dispensing unit (gas pump) on request 

optional equipment: 

 
Å more niches 

Å partitions for more-chamber tank 

Å overfilling protection 

Å level sensor 

Å limiting level transmitter 

Å buzzer, flashlight 

Å special chemical-resistant coating 

Å equipment for easily inflammable media 

Å thermal insulation 

Å electrical tank heating 

Å strainer, pumps, system control 

Å fire extinguisher 

 
options: 

- coating in all RAL colours 

- material stainless steel 

 

 
corrosion protection: 

- inside : rough, oiled 

- outside: 2-K coating 



Gas-Station Container, Double Wall 
 

 
 

 
 

 
 

 
  

 

 
  

 

 
 

 
 

 
  

 

 
  

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. gas-station container 

view: dispensing niche with gas pump; standard equipment for diesel; electrical niche, lockable, integrated in the front side of the container 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. gas-station container 

view: dispensing niche with gas pump 

SAVEL   40ft. gas-station container 

view: standard equipment for diesel 

SAVEL   40ft. gas-station container 

view: electrical niche with distributor 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVEL   40ft. gas-station container 

view: filin g pipe, installed in dispensing niche 

SAVEL   40ft. gas-station container 

view: safety apparatus:  fire extinguisher 

SAVEL   40ft. gas-station container view:  

safety  apparatuses:  emergency stop switch, 

plug for limitin g level transmitter 



 
 

Gas Station Container, Double Wall 
with  Office Room and Gen-Set Room 
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Shematic Representation of Space Division 
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SAVEL  40ft. gas station container, double wall, 

with integrated office room and Gen-Set room 

volume: single-chamber tank, 36.000 litre 

SAVEL  40ft. gas station container, double wall, 

with integrated office room and Gen-Set room 

volume: double-chamber tank, 18.000 litre each chamber 
 

ZN ï niche for dispensing unit 

BN ï fillin g niche 

 

AN ï Gen-Set room 

OR ï office room 

 

chamber for 

gasoline chamber 

for diesel 

 

Technical Data 
 

 
 
 
 
 

lockable door lockable door 

length width 

single-chamber tank      filling  niche niche for dispensing unit 

 
 
 
 

 
 

length 
Gen-Set room office room 

 

type of tank volume length width height height of tank dead weight 

No. of item litre mm mm mm mm kg (approx.) 

KCD-ISO-TS 20ft. 16.000 6.058 2.438 2.438 2.000 6.800 

KCD-ISO-TS 40ft. 36.000 12.192 2.438 2.438 2.000 11.200 

Please note: Transportation only when the container is empty. Subject to technical change. 

 
standard equipment: 

 

Å load-carrying construction based on stable frame structure with ISO-corners 

(8x stackable when empty) 

Å robust, cubic, double wall body of steel, material: S 235 JRG 2 

Å ladder 

Å Tank roof is self-supporting single wall construction, which includes: 

- lightning rod 

- a hatch compartment on the tank roof, installed with: 

- a sealing hood with a gas pressure spring, a handle strip and a padlock 

- a man hole DN 500 

- access interfaces (bush 2ñ) 

- vent connections  DN 50, a vent hood 2ñ 

- a mechanical level indicator (fuel dip stick) 

Å filling  niche in the long side 

length 800mm, depth 500mm height 2.000 mm 

- transfer pump 600 litre/min 

- filling  pipe with pipework 

- lockable door, light with switch 

Å function niche, long side, dispensing unit niche 

width 2.000 mm, depth: 1.000 mm, height: 2.000 mm 

- leak warning device, static, type K¿r 5 

- module of pipeline to gas pump 

- gas pump for diesel/gasoline, calibratable 

one dispensing point for each medium, delivery rate approx. 80 litre/min 

- light with switch 

- emergency stop switch 

- fire distinguisher 

Å equipment in office room 

- air conditioner 

- current distribution board 

- lockable door and widow 

- light with switch 

Å equipment in Gen-Set room 

- diesel Gen-Set, approx. 5kw 

- external set of air conditioner 

- lockable door, light with switch 

 
corrosion protection: 

- innen: roh, geºlt 

- auÇen:  2-K Lackierung 

 
options: 

- coating in all RAL colours 

- material stainless steel 

- sunblind 

- tank heating/ heater coils 

- heat insulation 

- equipment for easily inflammable media 



 
 

Gas-Station Container with  Office and Gen-Set 

 

 
 

 
 

 
 

 
  

 

 
  

 

 
 

 
 

 
  

 

 
  

 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. gas-station container 

view: dispensing niche with gas pump for diesel; filin g niche for transfer pump; office with power set and air conditioner 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. gas-station container 

view: dispensing niche with gas pump 

SAVEL   40ft. gas-station container view: 

standard equipment for diesel, transfer pump 

for self-filling  

SAVEL   40ft. gas-station container view: 

office-/machine  cabin (lockable) with 

current distribution board and integrated air 

conditioner 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. gas-station container view: 

office section, sunblind on the container to 

protecting from strong solar irradiation 

SAVEL   40ft. gas-station container 

view: Gen-Set 

SAVEL   40ft. gas-station container 

view: air conditioner 



 
 

Container Dispensing Units, Gas Pumps, Unattended Gas Pumps 

 

 
 

 
 

 
 

 
 

 
 

 
 

 

       
 

 

 

Technical Data of Container Dispensing Units 
 
 
 
 
 
 
 

delivery rate 40 litre/min 

calibratable 

medium: vegetable oil 

4- piston meter with mechanical counting device 

electrical connection pump 3 x 230/400 V AC, 50 Hz 

1 dispensing point 

dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

 
 
 
 
 
 
 

 
delivery rate 40 litre/min 

uncalibratable 

medium: diesel, biodiesel, vegetable oil 

electrical connection 3 x 230/400 V AC, 50 Hz 

1 dispensing point 

dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

delivery rate 100 litre/min 

calibratable 

medium: vegetable oil 

4- piston meter with mechanical counting device 

electrical connection pump 3 x 230/400 V AC, 50 Hz 

1 dispensing point 

dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

 
 
 
 
 
 
 

 
delivery rate 100 litre/min 

uncalibratable 

medium: diesel, biodiesel, vegetable oil 

electrical connection 3 x 230/400 V AC, 50 Hz 

1 dispensing point 

dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

 
 
 

 

Technical Data of Gas Pumps 
 

One ï Medium Gas Pump 

 
- applicable media: diesel, biodiesel, vegetable oil, 

gasoline, kerosene, bioethanol, abblue 

- design: calibratable/ uncalibratable 

- 1x pump compact block with degassing 

device and strainer 

- delivery rate max. 80 litre/min 

- electrical connection 3 x 230/400 V AC, 50Hz 

- designed for temperatures from -20 to +50 ÁC 

- 1x counting device: 4- piston meter 

- 1x dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

 
 
 
 

 

Unattended Gas Pumps 

Two ï Media Gas Pump 

 
- applicable media: diesel, biodiesel, vegetable oil, 

gasoline, kerosene, bioethanol, abblue 

- design: calibratable/ un calibratable 

- 2x pump compact blocks with degassing 

devices and strainers 

- delivery rate max. 80 litre/min 

- electrical connection 3 x 230/400 V AC, 50Hz 

- designed for temperatures from -20 to +50 ÁC 

- 2x counting device: 4- piston meter 

- 2x dispensing tube: 4 m DN 25, with design approved 

automatic dispensing valve, dispensing tube holder 

 
Our gas-station containers can be equipped with 

the most diversified  unattended gas pumps for 

automatic fuelling data collection.  Fuelling data 

collections  represent sensible and maintenance- 

consuming components. 

The  retrofitting has been proved to be advanta- 

geous by local service partner. 

 
 
 
 
 
uncalibratable automaton for 

not public gas stations 

- for commercial utilization 

- with litre meter 

 
 
 
 
 
calibratable automaton for 

not public gas stations 

- for commercial unitization 

- with unattended gas pump 

 
 
 
 
 
calibratable automaton for 

public gas stations 

- with price calculator 



 
 

Gas-Station Container - Equipment Components 
Dispensing Unit  (calibratable/ uncalibratable) Transfer Pump, Generator 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SAVELÈ  Gas-Station Container, Niche with Dispensing Unit  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SAVELÈ  Gas-Station Container, Niche with Dispensing Unit  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SAVELÈ  Gas-Station Container, Niche with Dispensing Unit  

 
 

 
  

 
 

 

 
 

 
 

 
  

 

 
 

 
 

 
 

 
  

 
 

 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   Gas-Station Container, Niche with Dispensing Unit  

(uncalibratable) for dispense volume of 50 ï 150 litre/min 

view: dispensing unit for 1 medium (diesel, biodiesel or gasoline) 

SAVEL   Gas-Station Container, Niche with Dispensing Unit 

(calibratable/ uncalibratable) for dispense volume of 50 ï 150 litre/min 

view: dispensing unit for 2 media (diesel, biodiesel or gasoline) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   Gas-Stati on Container, Niche with Dispensing Unit  

(calibratable) for dispense volume of 50 ï 120 litre/min 

view: dispensing unit for 1 medium (diesel, biodiesel or gasoline) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   Gas-Station Container  Transfer  Pump 

view: transfer pump for self-fillin g of the tank up to 1000 litre/min in 

lockable niche 

SAVEL   Gas-Stati on Container, Niche with Dispensing Unit  

(calibratable) for dispense volume of 50 ï 120 litre/min 

view: dispensing unit for 2 media (diesel, biodiesel or gasoline) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
SAVEL   Gas-Station Container Generator  6 kVA for  Self 

Supply in Continuous Operation - Sound Insulated 

view: generator ï easy fuelling by pulling it out to service/ fuelling position 



Storage Container - Application Areas 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  20ft. Storage Tank Container  and Functional Container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SavelÈ  20ft. Storage-Tank-Container Battery for  Supplying a Gen-Set container farm with fuel and engine oil as well as the intermediate storage 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  20ft. Storage Tank Container and Functional Container 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 
  

 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL    40ft. Storage-Tank-Container  Combination in Use as 

Battery Tank  Farm. The  ISO-container-measurements of the SAVEL 

enable on the one hand a quick, uncomplicated transport by ship, rail and 

road. On the other hand, they grant the easy assembling, dismantling and 

rebuilding of the battery tank farms, for example at time-limited locations. 

SAVEL   40ft. Storage-Tank-Container  Combination in Use as 

Battery Tank Farm. The storage tank containers can be connected with 

each other without any difficult y. It enables building up of battery tank 

farms, li ke for example those needed for distribution of mineral oil. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   20ft. Storage Tank Container  and Functi onal Container for  

Heat and Power. The combination of a storage tank container and a 

functional container with an integrated Gen-Set serve to generate heat 

and power for the attached building. The storage tank supplies the Gen- 

Set functional container with the necessary liquid fuel. 

SAVEL   20ft. Sto T     k Contai d Fu   ti    al C     tain 

for Heat Generation. The combination of a storage tank container and 

a functional container with an integrated CHP serve to generate heat for 

the attached building. The storage tank supplies in this case the CHP in 

the functional container with the necessary liquid fuel. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVEL   20ft. Storage-Tank-Container Battery for Supplying a Gen-Set container farm with fuel and engine oil as well as the intermediate storage of 

incidental old oil. 



 

Storage Tank Container in Use 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  Storage Container 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVELÈ  Storage Container 

 
 

 
 

 
 

 
 

 
 

 
  

 

 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   40ft. Storage Container 

view: insulated storage tank with heat from CHP-cooling system 

SAVEL   40ft.  Storage Container 

view: storage tank 2,5m high 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SAVEL   Storage Container 

view: stackable containers in different dimen- 

sions for different media 

SAVEL   40ft.  Storage Container 

view: loading of a insulated 40.000 litre storage tank 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
SAVEL   Sto C     tain SAVEL   Sto C     tain 

view: stackable containers in different dimensions for supplying a Gen-Set view: special building form of a insulated 

storage tank 


